SURE

FW9307- FXM Camera IP 2MP vo che motorized 10X

FW9307-FXM la camera IP dang hdp che ngoai trdi véi cam bién hinh anh CMOS 2.13MP d6 nhay sang cao, dac biét vugt
trdi trong diéu kién &nh sang yéu. Budc hd trg dong thdi nén video H.265, H.264 va MIPEG nén can it badng thong mang va
dung lugng luu trlr han. N6 cling cung cap hinh anh video chat lugng cao & tdc hinh 60fps@ 2MP (1920x1080).

Tinh nang chinh
N

e Cam bién Sony 1/2.8" 2.13MP Progressive Scan CMOS

 Ong kinh motorized Auto Focus f5.0~50mm DC Iris

e 4 stream hinh H.265, H.264, MIPEG, max. 60fps @ 2MP

e 16 bdng Hi-power LED héng ngoai 850nm, chinh dugc d6 sang,
tam sang max. 100m

e (tuy chon) Tinh néng Al hoc sau phat hién déi tugng, khuon
mat, xdm nhap, vugt dudng ké, dém doi tugng, theo doi doi

tugng, phat hién bat thudng

¢ Giao ti€p ngoai vi Ethernet R145, DI/ 1DO, am thanh, RS485,
khe cadm MicroSD, CVBS video out
e Nguobn dién DC 12V, bao gém adapter

e Cap bao vé kin, va dap IP66, IK10

Thong s6 ky thuat

Camera

Cam bién hinh anh Sony 1/2.8" 2.13MP Progressive Scan CMOS

6ng kinh Motorized Auto Focus f5.0~50mm

Ngay & Bém True Day & Night (ICR)

P06 nhay séng Mau: 0.02 lux; Den-Trang: 0 lux (IR LED On)

Ty s6 tin hiéu/ nhiéu > 50dB (AGC Off)

Video

Hé thong Ambarella 32bit Embedded Linux 256Mbyte SDRAM, 128Mbyte NAND Flash

Nén hinh anh H.265, H.264, MIPEG, JPEG

D0 phan giai 1920x1080, 1280x720, 704x480, 640x352, 320x176, 160x96

Toc d6 khung hinh 60fps @ 2MP

Video stream 4 stream, c6 thé cai d&t dugc: H.265/H.264/MIPEG, t6c d khung hinh, t6c do bit,
CVBR/CBR/VBR

Cai dat hinh anh
Diéu khién focus Auto/Manual, Tét/ md tu ddng lay nét khi chuyén Ngay <-> Pém



Diéu khién ché& dd phai sang

Day & Night
Cén bang tréng

Chinh anh

Mang
Bao mat

HO trg giao thirc

DDNS

Két ndi

Tich hgp hé thong
Giao ti€p lap trinh
Phan tich video

Su kién kich hoat

Su kién thuc thi
Két ndi

Pén chiéu sang
Loai

Khoang cach
Luu trir

Loai

Ghi hinh

Xem lai

Am thanh

Nén am thanh
Audio stream
Két ndi

T6ng quan

Vo

Ngudn dién

M0i trudng hoat dong

Kich thudc

Can nang

Chi’ng nhan

Phu kién kem theo
Phu kién tuy chon

Phan mém kém theo

Ché d6 man trap: Auto / Manual / Flicker, cai dat dugc téc dé man trap (1/30~30,000); D6
sang; Sang nén (BLC, Realtime WDR); Sense-up; ELC/ALC

Mau/ Den-Trang/ Tu ddng/ Ext
Auto / Preset / Manual

Do nét, Gamma, Hinh phan chiéu, L4t hinh, D-Zoom; Giam nhiéu (3DNR); Che viing riéng tu;
D-WDR; Khtr sugng mu (Defog)

IP Filtering, HTTPS, Encrypted & Basic Authentication, Management White List, Digest

HTTP, RTP/RTSP(Uni/Multicast), TCP/IP(v4/v6), UDP, FTP, Telnet, HTTPS, RARP, SNMP,
DHCP, NTP, SMTP client, uPnP, Zeroconf

HS trg DDNS mién phi
RJ45 Ethernet 10/100Mbps

SDK, ONVIF Profile S
Phat hién chuyén dong, ROI, Tripwire, Tampering, phat hién khudn mat

Phat hién chuyén ddng, kich hoat ngd vao DI, kich hoat ngd vao serial, camera két ndi/ ngat
két nGi, camera boot xong

B6 dém trudc + sau canh bdo. Tai lén FTP, glri thong bao Email, glii thong bao FCM Google
1 DI/ 1DO, RS485

16 bong Hi-power LED hong ngoai 850nm, chinh dugc do sang
dén 100m (tuy diéu kién moi trudng)

1 khe cdm MicroSD
Lién tuc, Lich trinh, Su kién, Lich trinh va su kién
Internet Explorer, FlexWATCH NVR/ CMS/ Mobile App

8bit G.711, 8Khz, 8KByte/sec
2 hudng
1 Audio In/ 1 Audio Out (3.5mm jack)

HOp ngoai trdi hgp kim nhém

DC 12V, bao gom adapter

-20°C ~ 60°C, 10% ~ 90% RH
152(W) x 395(D) x 116(H) mm

~ 1950gr

KC, CE, RoHS, IP66, IK10

Dia cai dat, hudng dan st dung nhanh

Phan mém CMS, phan mém quét & cai dat IP/ cap nhat firmware, phan mém ghi hinh Lite 16
kénh
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